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SONY. 


FROM CUT ONLY EDITING 
TO A/B ROLL EDITING WITH U-MATICS 


Sony can offer a variety of U-matic editing systems, from a CTL based two-machine 
editing system to an A/B roll editing system with a Dynamic Tracking effect, to satisfy 
user's needs. 


The VO-9850 U-matic adopts the SP (Superior Performance) technology for high 
picture/sound quality program creation and allows time code based editing with 
optional time code board. The combination of the VO-9850 U-matic and the RM-450 
Editing Control Unit is most suitable for cut editing. 


The BVU-900 series VTR provides the optional Plug-in Time Base Corrector, 
Plug-in Digital Noise Reducer, and Plug-in Time Code Generator/Reader (The 
Built-in Time Code Reader is supplied to the BVU-900 and BVU-920.) for simple 
system connection. The BVE-600 Editing Control Unit with optional switcher board 
can compose simple A/B roll editing system with the BVU-900 series U-matics. The 
BVE-900 Editing Control Unit offers a sophisticated editing system for high quality 
program production. 


U-MATIC EDITING SYSTEM APPLICATIONS 


A. CTL Based Cut Editing System 

B. Time Code Based Cut Editing System 

C. Time Code Based Cut Editing System with Freeze Picture Effect 

D. Time Code Based Cut Editing System with Dynamic Tracking Effect 

E. Time Code Based Cut Editing System with Freeze Picture and 
Dynamic Tracking Effects 

F. Two Player A/B Roll Editing System 

G. Two Player A/B Roll Editing System with Freeze Picture Effect 

H. Two Player A/B Roll Editing System with Dynamic Tracking Effect 

I. Two Player A/B Roll Editing System with Freeze Picture and 
Dynamic Tracking Effects 

J. Three Player A/B Roll Editing System 

K. Three Player A/B Roll Editing System with Freeze Picture Effect 

L. Three Player A/B Roll Editing System with Dynamic Tracking Effect 

M. Three Player A/B Roll Editing System with Freeze Picture and 
Dynamic Tracking Effects 


EDITING SYSTEM APPLICATION CHART 
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: * RCC-5G cable: The RCC-5G cable is supplied with the BVU series U-matics and is not supplied : 
: with the VO series U-matics. The required quantity of RCC-5G cables in the equipment list shows  : 
: total quantity counting both supplied and optional cables. 


: * BVR-55/55P: Since the BVR-55/55P is supplied with the BKU-901A/903A Plug-in Time Base 
: Corrector, the BVR-55/55P is not written in the equipment list. 


A. CTL Based Cut Editing System 





(a) SP U-matic editing system 


FEATURES 

* Easy and friendly operation via a CTL based editing. 

* Economical SP U-matic editing system for muti-generation dubbing capability. 
* SP, High Band, and Low Band modes playback capability in the PAL system. 


Note: In the PAL system, if a Low Band recorded tape is installed into the VO-9850P as a recorder in 
this editing system, since the VO-9850P does not provide Low band recording mode, the VO-9850P 
records in High Band or SP mode on the Low Band recorded tape. To avoide this problem, in the 
editing mode, the recorder side of the VO-9850P does not playback in Low Band mode. 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) VO-9850/9850P 
2. U-matic VTR (Player) VO-9800/9800P 
3. Editing Control Unit RM-450/450CE 
4. Monitor РУМ-13420/14420М 

5. Remote Cable RCC-5G 

6. Monitor Cable VMC-3P 

7. Dubbing Cable VDC-5 

8. Video Cable UGC-5 (BNC/BNC) 

9. Audio Cable EC-10XLR (XLR-M/XLR-F) 
10. Rack Mount Kit for U-matic RMM-501 
11. Rack Mount Kit for RM-450 RMM-450 
12. System Rack 












































Pre ым н н ммм ей Re 





(b) Editing system with VO-5800/VO-9850/RM-440 


FEATURES 

* The VO-9850/9850P can be added to current U-matic editing system. 

* With the BKU-703 33-pin editing interface board, the VO-9850/9850P can be added to the RM-440 
U-matic editing system. 


DESCRIPTION MODEL NAME QUANTITY 






























1. U-matic Editing VTR (Recorder) VO-9850/9850P 1 
2. 33-pin Editing Interface Board BKU-703 1 
3. U-matic VTR (Player) VO-5800/5800PS 1 
4. Editing Control Unit RM-450/450CE 1 
5. Monitor PVM-13420/14420M 2 
6. Remote Cable RCC-5G 1 
7. Remote Cable RCC-SF 1 
8. Monitor Cable VMC-3P 2 
9. Dubbing Cable VDC-5 1 
10. Video Cable UGC-5 (BNC/BNC) 1 
11. Audio Cable RK-5XLRM (XLR-M/PHONO) 2 
12. Rack Mount Kit for U-matic RMM-501 2 
13. Rack Mount Kit for RM-450 RMM-450 1 
14. System Rack 1 





Note: In the PAL system, the dubbing cable cannot be used. 


А. CTL Based Cut Editing System 





(a) SP U-matic editing system 


Color monitor Color monitor 
РУМ-13420/14420М РУМ-13420/14420М 





MONITOR MONITOR 
Player (VMC-3P) Recorder (VMC-3P) 
U-matic VTR U-matic VTR 
VO-9800/9800P VO-9850/9850P 
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Editing control unit 
RM-450/450CE 


REMOTE (RCC-5G) REMOTE (RCC-5G) 








(b) Editing system with VO-5800/VO-9850/RM-440 


Color monitor Color monitor 
PVM-1342Q/1442QM PVM-1342Q/1442QM 





MONITOR MONITOR 
Player (VMC-3P) Recorder (VMC-3P) 
U cis VTR U-matic VTR 
с VO-9850/9850P 
VO-5800/5800PS w/BKU- A 


VIDEO (UGC-5) 
DUB* (VDC-5 











AUDIO (RK-5XLRM x 2 


Editing control unit 
RM-440 


REMOTE (RCC-5F) 








REMOTE (RCC-5F) 





*Note: In the PAL system, the DUB cable connection can not be used because the VO-9850P does not 
provide Low Band recording capability. 


В. Time Code Based Cut Editing System 





(a) Editing system with the VO-9850 and VO-9800 


FEATURES 

* Accurate editing can be executed using time code. 

* Economical SP U-matic editing system for muti-generation dubbing capability. 
* SP, High Band, and Low Band modes playback capability in the PAL system. 


Note: In the PAL system, if a Low Band recorded tape is installed into the VO-9850P as a recorder in 
this editing system, since the VO-9850P does not provide Low band recording mode, the VO-9850P 
records in High Band or SP mode on the Low Band recorded tape. To avoide this problem, in the 
editing mode, the recorder side of the VO-9850P does not playback in Low Band mode. 


1. U-matic Editing VTR (Recorder) VO-9850/9850P 

2. Time Code Generator/Reader BKU-705 

3. U-matic VTR (Player) VO-9800/9800P 

4. Time Code Reader BKU-704 

5. Editing Control Unit RM-450/450CE 

6. Monitor PVM-13420/14420M 


7. Remote Cable RCC-5G 

8. Monitor Cable VMC-3P 

9. Dubbing Cable VDC-5 

10. Video Cable UGC-5 (BNC/BNC) 

11. Audio Cable EC-10XLR (XLR-M/XLR-F) 
12. Rack Mount Kit for U-matic RMM-501 

13. Rack Mount Kit for RM-450 RMM-450 

14. System Rack 
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(b) Editing system with the BVU-900 series 
FEATURES 


* Editing operations can be performed from the front panel of the BVU-950/950P. 
* Space saving and simple system connection are possible. 
* Superior picture/sound creation via the SP U-matic technology. 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) BVU-950/950P 



























2. Time Code Generator/Reader BKU-905 1 
3. U-matic VTR (Player) BVU-900/900P 1 
4. Monitor РУМ-13420/14420М 2 
5. Remote Cable RCC-5G 1 
6. Monitor Cable VMC-3P 2 
7. Video Cable UGC-5 (BNC/BNC) 1 
8. Audio Cable EC-10XLR (XLR-M/XLR-F) 2 
9. Rack Mount Kit for U-matic ЕММ-501 | 


I 


0. System Rack 





В. Time Code Based Cut Editing System 





(a) Editing system with the VO-9850 and VO-9800 


Color monitor 


Color monitor 
РУМ-13420/14420М 


РУМ-13420/14420М 





d MONITOR —- MONITOR 
U-maicvra — | MC3P U-matic vg | УМСЗР) 
-matic -matic 
VO-9850/9850P 


VO-9800/9800P 
w/BKU-705 


w/BKU-704 
u VIDEO (UGC-5) > = 
FF 8 | DUB (VDC-5) ixi: 
ee |, 
AUDIO (ECTOXER2)_ y 


Editing control unit 
RM-450/450CE 
| uwa | 


REMOTE (RCC-5G) REMOTE (RCC-5G) 








(b) Editing system with the BVU-900 series 


Color monitor 


Color monitor 
PVM- 13420/14420М PVM-1342Q/14420M 
| 








MONITOR ee MONITOR 

(VMC-3P) есогаег А 
Player U-matic VTR (Me) 
U-matic VTR BVU-950/950P 









BVU-900/900P VIDEO (UGC-5) w/BEU-905 
ES т DUB(VDC-5) » mesa 


AUDIO (EC-10XLR x 2) 
REMOTE (RCC-5G 
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С. Time Code Based Cut Editing System with Freeze Picture Effect 





(a) Editing system with the VO-9850/BVU-900/RM-450 


FEATURES 

* Fine freeze picture, provided by the BKU-902/904 Plug-in Digital Noise Reducer can be used for 
editing. 

* Cut-in Auto Freeze fuction automatically freezes a picture at editing in-point, which is controlled via 
the RM-450/450CE CUE signal output. 

* The BKU-902/904 Plug-in Digital Noise Reducer can extract noise effectivelly and improve the S/N 
ratio up to 6dB. 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) VO-9850/9850P 
2. Time Code Generator/Reader BKU-705 

3. U-matic VTR (Player) BVU-900/900P 
4. Plug-in Time Base Corrector BKU-901A/903A 

5. Plug-in Digital Noise Reducer BKU-902/904 

6. Editing Control Unit ЕМ-450/450СЕ 

7. Monitor РУМ-13420/14420М 
8. Remote Cable for VTR RCC-5G 
9. Remote Cable for Auto Freeze* 
10. Monitor Cable 

11. Video Cable 

12. Audio Cable 

13. Rack Mount Kit for VO-9850 
14. Rack Mount Kit for BVU-900 
15. Rack Mount Kit for RM-450 
16. System Rack 


Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29) 














































VMC-3P 
UGC-5 (BNC/BNC) 

EC-10XLR (XLR-M/XLR-F) 
ЕММ-501 
ЕММ-950 
ЕММ-450 
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(b) Editing system with the BVU-900 series 


FEATURES 

* Fine freeze picture, provided by the BKU-902/904 Plug-in Digital Noise Reducer, can be used for 
editing. 

* Cut-in Auto Freeze function automatically freezes a picture at editing in-point, which is controlled 
from the BVU-950/950P through the 9-pin REMOTE connector. 

* The BKU-902/904 Plug-in Digital Noise Reducer can extract noise effectivelly and improve the S/N 
ratio up to 6dB. 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) BVU-950/950P 

2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player) BVU-900/900P 

4. Plug-in Time Base Corrector BKU-901A/903A 

5. Plug-in Digital Noise Reducer BKU-902/904 

6. Monitor РУМ-13420/14420М 
7. Remote Cable RCC-5G 

8. Monitor Cable VMC-3P 

9. Video Cable UGC-5 (BNC/BNC) 
10. Audio Cable EC-10XLR (XLR-M/XLR-F) 
11. Rack Mount Kit RMM-950 

12. System Rack 
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С. Time Code Based Cut Editing System with Freeze Picture Effect 





(a) Editing system with the VO-9850/BVU-900/RM-450 


Color monitor 
РУМ- 13420/14420М 








Player 

U-matic VTR 

BVU-900/900P 

w/BKU-901A/903A 
BKU-902/904 


MONITOR 
(VMC-3P) 





REMOTE (RCC-5G) 


(b) Editing system with the BVU-900 series 


Color monitor 
РУМ-13420/14420М 





Player MONITOR 
U-matic VTR (VMC-3P) 


BVU-900/900P 
w/BKU-901A/903A 


BKU-902 2/204 VIDEO (UGC-5) w/BKU-905 
Sese 


DUB (VDC-5 





TBC remote 
control unit 
BVR-55/55P 


VIDEO (UGC-5) 
DUB(VDC-5) > Dr: 


AUDIO (EC-10XLR x 2) 


TBC REBA Editing control unit 
control unit REM RM-450/450CE 
BVR- oa ы 

(SPECIAL и 














AUDIO (EC-10XLR x 2) 
REMOTE (RCC-5G 








Color monitor 
PVM- 13420/ I OM 





Recorder MONITOR 
MC-3P 

U-matic VTR (Y ) 

VO-9850/9850P 

w/BKU-705 





B 


REMOTE (RCC-5G) 


Color monitor 
PVM-1342Q/ 1342 0M 





Recorder 
U-matic VTR 
BVU-950/950P 





D. Time Code Based Cut Editing System 
with Dynamic Tracking Effect 


FEATURES 


* The BVU-920/920P provides noiseless still, slow, fast, and reverse playback pictures for effective 


picture creation. 


* Dynamic Tracking Playback speed can be controlled via the RM-450/450CE. 


(a) Editing system with the VO-9850/BVU-920/RM-450 


1. U-matic Editing VTR (Recorder) 
2. Time Code Generator/Reader 

3. U-matic VTR (Player) 

4. Plug-in Time Base Corrector 

5. Editing Control Unit 

6. Monitor 


7. Remote Cable for VTR 

8. Monitor Cable 

9. Video Cable 

10. Audio Cable 

11. Rack Mount Kit for VO-9850 
12. Rack Mount Kit for BVU-900 
13. Rack Mount Kit for RM-450 
14. System Rack 


VO-9850/9850P 
BKU-705 

BVU-920/920P 
BKU-901A/903A 
RM-450/450CE 
PVM-13420/14420M 
RCC-5G 

VMC-3P 

UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RMM-501 

RMM-950 

RMM-450 





(b) Editing system with the BVU-950/BVU-920/RM-450 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) 
2. Time Code Generator/Reader 

3. U-matic VTR (Player) 

4. Plug-in Time Base Corrector 

5. Editing Control Unit 

6. Monitor 


7. Remote Cable 

8. Monitor Cable 

9. Video Cable 

10. Audio Cable 

11. Rack Mount Kit for U-matic 
12. Rack Mount Kit for RM-450 
13. System Rack 





BVU-950/950P 
BKU-905 

BVU-920/920P 
BKU-901A/903A 
RM-450/450CE 
PVM-13420/14420M 
RCC-5G 

VMC-3P 

UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RMM-950 

RMM-450 
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D. Time Code Based Cut Editing System 
with Dynamic Tracking Effect 


(a) Editing system with the VO-9850/BVU-920/RM-450 


Color monitor Color monitor 
РУМ-13420/14420М РУМ- алынган 
: ! ES — 








MONITOR MONITOR 

Player 
(VMC-3P) Recorder (VMC- 
Umate VTR U-matic VTR em 
BVU-920/920P VO-9850/9850P 
W/BISU-901A/903A. VIDEO (UGC-5) w/BKU-705 
DUB(VDC-5) > == | 
x "m s= sh KA 
! AUDIO (EC-10XLR x 2 








TBC remote Editing control unit 
control unit RM-450/450CE 
BVR- Е 

ЕВЗ 


REMOTE (RCC-5G) REMOTE (RCC-5G) 


(Б) Editing system with the BVU-950/BVU-920/RM-450 


Color monitor Color monitor 
PVM-13420/1442QM РУМ-13420/14420М 
—— a 








MONITOR 
Player MONITOR 
: (VMC-3P) Recorder (VMC- 
U-matic VTR U-matic VTR ай 
BVU-920/920P BVU-950/950P 


w/BKU-901A/903A. 


w/BKU -905 






VIDEO (UGC-5) 
š DUB(VDC-5) b 
"el AUDIO (EC-10XLR x 2) b 


TBC remote Editing control unit 
control unit RM-450/450CE 
RO ETE |. wass 


REMOTE (RCC-5G) 











REMOTE (RCC-5G) 
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E. Time Code Based Cut Editing System 
with Freeze Picture and Dynamic Tracking Effects 





FEATURES 


* The RM-450/450CE can control the BVU-920/920P's Dynamic Tracking Playback speed through 
the 9-pin REMOTE connector and the CUT-in Auto Freeze through the 24-pin REMOTE connector. 

* The BKU-902/904 Plug-in Digital Noise Reducer can extract noise effectivelly and improve the S/N 
ratio up to 6dB. 


(a) Editing system with the VO-9850/BVU-920 


1. U-matic Editing VTR (Recorder) VO-9850/9850P 
2. Time Code Generator/Reader BKU-705 

3. U-matic VTR (Player) BVU-920/920P 
4. Plug-in Time Base Corrector BKU-901A/903A 

5. Plug-in Digital Noise Reducer BKU-902/904 

6. Editing Control Unit RM-450/450CE 

7. Monitor РУМ-13420/14420М 
8. Remote Cable for VTR RCC-5G 
9. Remote Cable for Auto Freeze* 
10. Monitor Cable 

11. Video Cable 

12. Audio Cable 

13. Rack Mount Kit for VO-9850 
14. Rack Mount Kit for BVU-900 
15. Rack Mount Kit for RM-450 
16. System Rack 


Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 























































VMC-3P 
UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RMM-501 

RMM-950 

RMM-450 
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(b) Editing system with the BVU-950/BVU-920 


* Thanks to the reference signal to the VTRs and editing control unit, highly precise editing is realized 
in a synchronised editing. 

* Since the BKU-901A/903A Plug-in TBC provides a reference video signal generator, the 

BKU-901A/903A can supply a reference signal to VTRs and a editing controller without an external 

signal generator for synchronized editing. 


1. U-matic Editing VTR (Recorder) BVU-950/950P 
2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player) BVU-920/920P 
4. Plug-in Time Base Corrector BKU-901A/903A 

5. Plug-in Digital Noise Reducer BKU-902/904 

6. Editing Control Unit RM-450/450CE 

7. Monitor РУМ-13420/14420М 
8. Remote Cable RCC-5G 
9. Remote Cable for Auto Freeze* 
10. Monitor Cable 

11. Video Cable 

12. Audio Cable 

13. Rack Mount Kit for U-matic 
14. Rack Mount Kit for RM-450 
15. System Rack 


Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 



















































VMC-3P 
UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RMM-950 

RMM-450 








PRR МӘ ЦӘ МӘ RENN PPR PR 





Е. Time Code Based Cut Editing System 
with Freeze Picture and Dynamic Tracking Effects 





(a) Editing system with the VO-9850/BVU-920 


Color monitor 
РУМ-13420/14420М 


Color monitor 
РУМ-13420/14420М 
] zum! 


- 


Н БЕ 
ғ ? 
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i 
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| 
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Player 

Du сн MONITOR MONITOR 
(VMC-3P) Recorder (VMC-3P) 

BVU-920/920P U-matic VTR 

w/BKU-901A/903A VO-9850/9850P 


BKU-902/904 





1 


E n JL 
eade $ E af! m 
TBC remote Editing control unit 
i RM-450/450CE 
control unit REMOIE 
BVR-55/55P (SPECIAL) | mcam | 


REMOTE (RCC-5G) REMOTE (RCC-5G) 





VIDEO (UGC-5) lie Sa 
DUB (VDC-5) Kayu 


AUDIO (EC-10XLR x 2) 














(b) Editing system with the BVU-950/BVU-920 


Color monitor Color monitor 








Player 

U-matic VTR MICH. РТИ MONITOR 

BVU-920/920P кесе а | (VMC-3P 

w/BKU-901A/903A аа 
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Е 2 Players A/B Roll Editing System 





FEATURES 

* The BVE-600 can compose a basic A/B roll editing system. 

* When the optional Plug-in Switcher Board is installed into the BVE-600, dissolve, wipe, and key 
effects can be performed without external switcher. 

* The MXP-29Audio Mixer can be controlled from the BVE-600. 

* The combination of the BVU-900, BVU-950 and BVE-600 makes a suitable A/B roll editing system 
with high picture and sound quality. 


DESCRIPTION MODEL NAME QUANTITY 
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1. U-matic Editing VTR (Recorder) 
2. Time Code Generator/Reader 

3. U-matic VTR (Player 1/2) 

4, Plug-in Time Base Corrector 

5. Editing Control Unit 

6. Composite Switcher Board 

7. Audio Mixer 

8. Audio Amplifier 

9. Audio Speaker 

10. 8"/9" Monitor 

11. 20"/21" Monitor 

12. Remote Cable for VTR 

13. Remote Cable for Audio Mixer* 
14. Video Cable 

15. Audio Cable 

16. Speaker Cable 

17. Rack Mount Kit for U-matic 

18. System Rack 


*: Supplied with BVE-600 


BVU-950/950P 
BKU-905 

BVU-900/900P 
BKU-901A/903A 

BVE-600 

BKE-611/612 

MXP-29 

TA-N7050 

SS-P520 
PVM-8220/9220ME 
PVM-2030/21300M 
RCC-5G 

(Parts NO. 155859211) 
UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
ЕК-550 

ЕММ-950 
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Е 2 Players A/B Roll Editing System 





Speaker SS-P520 Speaker SS-P520 
Color monitor 


E PVM-2030/21300M Ш 


Color monitor Color monitor 
PVM-8220/ PVM-8220/ 
9220ME 9220ME Audio amplifier 















SPEAKER (RK-S50 


Player-1 A Recorder “OS 
U-matic VTR (EC-10XLRx2) tavir 110865) 
BVU-900/900P Audio mixer BVU-950/950P 
w/BKU-901A/903A MXP-29 w/BKU-905 
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AUDIO (EC-10XLRx2) ' ЕЗ 
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TBC remote 
control unit 
BVR-55/55P 





(EC-10XLRx2) 





REMOTE 
(Parts NO. 
155859211) 


Player-2 

U-matic VTR 
BVU-900/900P 
w/BKU-901A/903A 
es i 


REF. VIDEO (UGC-5) 





REMOTE (RCC-SG)|[B 
REMOTE (RCC-5G 





Editing control unit 
BVE-600 
w/BKE-611/612 






TBC remote 
control unit 
BVR-55/55P 

$ 


REF. VIDEO (UGC-5) 
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С. 2 Players А/В Roll Editing System with Freeze Picture Effect 





FEATURES 


* A fine freeze picture editing can be performed in this system when the BKU-902/904 is installed into 
the BVU-900 series U-matic. 
* Cut-in Auto Freeze Function is controlled from the BVE-600 with the GPI pulse signal. 


DESCRIPTION MODEL NAME QUANTITY 


1. U-matic Editing VTR (Recorder) BVU-950/950P 

2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player 1/2) BVU-900/900P 

4. Plug-in Time Base Corrector BKU-901A/903A 

5. Plug-in Digital Noise Reducer BKU-902/904 

6. Editing Control Unit BVE-600 

7. Composite Switcher Board BKE-611/612 

8. Audio Mixer MXP-29 

9. Audio Amplifier TA-N7050 

10. Audio Speaker SS-P520 

11. 8"/9" Monitor PVM-8220/9220ME 
12. 20"/21" Monitor PVM-2030/21300M 
13. Remote Cable for VTR RCC-5G 

14. Remote Cable for Audio Mixer*1 (Parts NO. 155859211) 
15. Remote Cable for Auto Freeze*2 

16. Video Cable UGC-5 (BNC/BNC) 
17. Audio Cable EC-10XLR (XLR-M/XLR-F) 
18. Speaker Cable RK-S50 

19. Rack Mount Kit for U-matic RMM-950 

20. System Rack 


кез 
== шә н О ЮО м н әк RP RP — кә NNN eR 





%1; Supplied with BVE-600 
*2 Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 


С. 2 Players A/B Roll Editing System with Freeze Picture Effect 





Speaker SS-P520 Speaker SS-P520 


Color monitor 


М PVM-2030/2130QM ІШ 


Color monitor Color monitor 
PVM-8220/ PVM-8220/ 
9220ME 9220ME Audio amplifier 





















TA-N7050 
L 1 
SPEAKER 
s AM мрво vipeo | 85-550) AUDIO mov VIDEO 
-matic есогаег 
EC-10XLRx2 GC-5 

BVU-900/900P ( ) U-matic VIR (9 ) 
w/BKU-901A/903A Audio mixer BVU-950/950P 
BKU-902/904 MXP-29 w/BKU-905 









i| ! 
ii 


REF. VIDEO (UGC-5 





TENA 




















TBC remote 

control unit REMOTE 

BVR-55/55P (for Auto Freeze 

(EC-10XLRx2) REMOTE 

REMOTE (Parts NO. 
(for Auto Freeze 155859211) 

Player-2 

U-matic VTR 


BVU-900/900P 
w/BKU-901A/903A 
BKU-902/904 





VIDEO (UGC-5) 


[veo cok 
Ы) 


REMOTE (RCC-5G)|[B 
REMOTE (RCC-5G) 






REF. VIDEO (UGC-5) 


VIDEO (UGC-5 












Editing control 





ТВС remote unit BVE-600 
control unit REF. VIDEO (UGC-5) w/BKE-611/612 
BVR-55/55P 





55:1 


Н. 2 Players А/В Roll Editing System with Dynamic Tracking Effect 





FEATURES 

* The BVU-920/920P SP U-matic provides the Dynamic Tracking playback capability. It can offer 
high quality noiseless slow and fast pictures in forward and reverse directions. 

* The Dynamic Tracking playback speed can be controlled from the BVE-600 using the DMC 
(Dynamic Motion Control) function. 




















DESCRIPTION 


MODEL NAME QUANTITY 






























1. U-matic Editing VTR (Recorder) BVU-950/950P 
2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player 1) BVU-900/900P 
4, U-matic VTR (player 2) BVU-920/920P 
5. Plug-in Time Base Corrector BKU-901A/903A 
6. Editing Control Unit BVE-600 

7. Composite Switcher Board BKE-611/612 

8. Audio Mixer MXP-29 

9, Audio Amplifier TA-N7050 

10. Audio Speaker SS-P520 










11. 8"/9" Monitor 

12. 20"/21" Monitor 

13. Remot Cable for VTR 

14. Remote Cable for Audio Mixer* 
15. Video Cable 

16. Audio Cable 

17. Speaker Cable 

18. Rack Mount Kit for U-matic 

19. System Rack 


PVM-8220/9220ME 
PVM-2030/21300M 
RCC-5G 

(Parts NO. 155859211) 
UGC-5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RK-S50 
RMM-950 


кеі 
кі Ü) — ООО De 2 — н = — м н н — 








%; Supplied with ВУЕ-600 


Н. 2 Players A/B Roll Editing System with Dynamic Tracking Effect 





Speaker SS-P520 Speaker SS-P520 
Color monitor 


ET PVM-2030/21300M (ЕН 


Color monitor Color monitor 

PVM-8220/ PVM-8220/ 
9220ME 9220ME Audio amplifier 

TA-N7050 
















AUDIO VIDEO 
Player-1 Recorder 
«IR (EC-10XLRx2) U-matic VIR. | USC) 
BVU-900/900P Audio mixer BVU-950/950P 


w/BKU-901A/903A MXP-29 w/BKU-905 


COM |==: 


| ee 
9/9/0/9/9 Jo ducis 
ҮЙ) a AUDIO Econ Ë 


















TBC remote 
control unit 
BVR-55/55P 
Ho REMOTE 
(Parts NO. 
VIDEO 155859211) 
(UGC-5) 
Player-2 
U-matic VTR 


BVU-920/920P 
w/BKU-901A/903A 


REF. VIDEO (UGC-5) 






REMOTE (RCC-5G 









Editing control unit 





TBC remote BVE-600 
control шай REF. VIDEO (UGC-5) w/BKE-611/612 
BVR-55/55P 

zaim 
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I. 2 Players A/B Roll Editing System with Freeze Picture 
and Dynamic Tracking Effects 


FEATURES 


* The BVE-600 can control the Dynamic Tracking playback Speed of the BVU-920/920P with the 
DMC fuction. 

* Cut-in Auto Freeze is also possible using the GPI pulse signal from the BVE-600. 

* The BKU-902/904 Plug-in Digital Noise Reducer can improve the picture quality of the BVU-900 
series. 

* The time code data from each VTR can be superimposed on the main monitor. 


1. U-matic Editing VTR (Recorder) BVU-950/950P 

2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player 1) BVU-900/900P 

4. U-matic VTR (player 2) BVU-920/920P 

5. Plug-in Time Base Corrector BKU-901A/903A 

6. Plug-in Digital Noise Reducer BKU-902/904 

7. Editing Control Unit BVE-600 

8. Composite Switcher Board BKE-611/612 

9. Audio Mixer MXP-29 

10. Audio Amplifier TA-N7050 

11. Audio Speaker SS-P520 

12. 8"/9" Monitor PVM-8220/9220ME 
13. 20"/21" Monitor PVM-2030/21300M 
14. Remote Cable for VTR RCC-5G 

15. Remote Cable for Audio Mixer* 1 (Parts NO. 155859211) 
16. Remote Cable for Auto Freeze*2 

17. Video Cable UGC-5 (BNC/BNC) 
18. Audio Cable EC-10XLR (XLR-M/XLR-F) 
19. Speaker Cable RK-S50 

20. Rack Mount Kit for U-matic RMM-950 

21. System Rack 


кіна 
We OR NR WR DR — — e — 2 Q н ee 


= 
[2] 
о 
e 





*1: Supplied with BVE-600 
*2 Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 
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І. 2 Players А/В Roll Editing System with Freeze Picture 
and Dynamic Tracking Effects 





Speaker SS-P520 Speaker SS-P520 


Color monitor 
PVM-2030/21300M 






Color monitor 







Color monitor Color monitor 


PVM-8220/ | PVM-8220/ РУМ-8220/ 
9220МЕ 9220МЕ Audio amplifier 9220ME 
= ш TA-N7050 
SPEAKER 










(RK-S50) Recorder 


















а К VIDEO VIDEO AUDIO ае VIE VIDEO 
-matic VT Ж 
C-10XLRx2 -S 
BVU-900/900P (B ) Bvu-950/950p  |(U6C-9 
w/BKU-901A/903A Audio mixer w/BKU-901A/903A 
MXP-29 










BKU-902/904 BKU-905 


AUDIO 






UN 


MR EET | 
ТҮТІП t t? 





















REF. VIDEO (UGC-5) TBC remote 
TBC remote control unit 
control unit a MONITOR BVR-55/55P 
BVR-55/55P or Auto Freeze UGC-5) 
| | делді inr 
ü (EC-10XLRx2) REMOTE 
REMOTE (Parts NO. 
(for Auto Freeze 155859211) 
Player-2 
U-matic VTR 
BVU-920/920P 
w/BKU-901A/903A VIDEO (UGC-5) 
BKU-902/904 REF. VIDEO (UGC-5) 





B HIST 
E 





REMOTE (RCC-5G) 
REMOTE (RCC-5G) 







REMOTE (RCC-5G 





Editing control 






TBC remote unit BVE-600 
control unit REF. VIDEO (ОСС-5) w/BKE-611/612 
BVR-55/55P 

TTT 1 
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J. 3 Players A/B Roll Editing System 


FEATURES 


* The BVE-900 Editing Control Unit can compose a sophisticated A/B roll editng system. Total four 
VTR can be controlled. 

* The SEG-2550A/2550AP Sepecial Effects Generator provides dissolve, 137 kinds of wipe, and 
key effects in this system. 


. U-matic Editing VTR (Recorder) BVU-950/950P 

. Time Code Generator/Reader BKU-905 

. U-matic VTR (Player 1/2/3) BVU-900/900P 

. Plug-in Time Base Corrector BKU-901A/903A 

. Editing Control Unit BVE-900 

. Display Monitor for BVE CPD-121/121CE 

. 9-pin Interface Board BKE-904 

. Serial Switcher Interface Board BKE-915 

. Parallel Mixer Interface Board BKE-916 
10. Special Effect Generator SEG-2550A/2550AP 
11 Audio Mixer MXP-29 
12. Audio Amplifier TA-N7050 
13. Audio Speaker SS-P520 
14. 8"/9" Monitor PVM-8220/9220ME 
15. 20"/21" Monitor PVM-2030/21300M 
16. Remote Cable for VTR RCC-5G 
17. Remote Cable for SEG*1 (Parts NO. 155859311) 
18. Remote Cable for Audio Mixer*2 (Parts NO. 155859211) 
19. Video Cable UGC-1/5 (BNC/BNC) 
20. Audio Cable EC-10XLR (XLR-M/XLR-F) 
21. Speaker Cable RK-S50 
22. Rack Mount Kit for U-matic RMM-950 
23. Rack Mount Kit for BVE RMM-507 
24.System Rack 


%1/%2; Supplied with BVE-900 


= 
—— 4 ка МӘ Сл кана 4 на кке ке кана ра фо Ба ә шокы 





J. 3 Players A/B Roll Editing System 





Speaker SS-P520 Speaker SS-P520 


Color monitor 


PVM-2030/21300M Ps 


VIDEO (UGC-5) 










Color monitor Color monitor Color monitor 
РУМ-8220/ РУМ-8220/ РУМ-8220/ 
9220МЕ 9220МЕ 9220МЕ 









Audio amplifier 
TA-N7050 







SPEAKER 
(RK-S50) 








VIDEO 
(UGC-5 x 3) 


Recorder 
U-matic VTR 
BVU-950/950P 
w/BKU-905 


P-1 U-matic VTR 
BVU-900/900P 
w/BKU-901A/903A 


Special effect 
generator 
VIDEO SEG-2550A/2550AP 


(UGC-S x 3) 


VIDEO (UGC-5) 


















TBC remote 

control unit 

BVR: ОМАН REF. VIDEO (UGC-5 X 3) 
REF. 
VIDEO 


P-2 U-matic VTR (UGC-1) 
BVU-900/900P 
w/BKU-901A/903A 


Audio mixer 
| 





il ee 
Um - 
control unit 


BVR-55/55P 
D REF. REMOTE 
: VIDEO 52. (Parts NO. 
P-3 U-matic VIR | (UGC-1) (Parts 15589311) 
BVU-900/900P 155859211) 
w/BKU-901A/903A 


AUDIO (EC-10XLRx6 
TBC remote | 





aa 
| --(ЕСС-5С.х j” < REMOTE (RCC-5G) 
TBC remote Card file unit VIDEO (UGC-5 
control unit w/BKE-904 x 2 
BVR-55/55P BKE-915 x 1 
TITEL BKE-916 x 1 





CHILD 
EH i 
СЕГІЗ 
Keyboard | | 


Editing control unit Display monitor 


BVF-900 CPD-121 
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К. 3 Players А/В Roll Editing System with Freeze Picture 


FEATURES 


* Cut-in Auto Freeze can be controlled by the GPI pulse signal from the BVE-900. 
* The Plug-in Digital Noise Reducer can effectively reduce noise. 


1. U-matic Editing VTR (Recorder) BVU-950/950P 
2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player 1/2/3) BVU-900/900P 
4. Plug-in Time Base Corrector BKU-901A/903A 




























































5. Editing Control Unit BVE-900 

6. Display Monitor for BVE CPD-121/121CE 

7. 9-pin Interface Board BKE-904 

8. Serial Switcher Interface Board BKE-915 

9. Parallel Mixer Interface Board BKE-916 

10. Special Effect Generator SEG-2550A/2550AP 
11 Audio Mixer MXP-29 

12. Audio Amplifier TA-N7050 

13. Audio Speaker SS-P520 







14. 8"/9" Monitor 

15. 20"/21" Monitor 

16. Remote Cable for VTR 

17. Remote Cable for SEG*1 

18. Remote Cable for Audio Mixer*2 
19. Remote Cable for Auto Freeze*3 
20. Video Cable 

21. Audio Cable 

22. Speaker Cable 

23. Rack Mount Kit for U-matic 

24. Rack Mount Kit for BVE 
25.System Rack 


PVM-8220/9220ME 
PVM-2030/21300M 
RCC-5G 

(Parts NO. 155859311) 
(Parts NO. 155859211) 


UGC-1/5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RK-S50 

RMM-950 

RMM-507 

















Pe 
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*1/*2: Supplied with BVE-900 
*3 Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 


K. 3 Players А/В Roll Editing System with Freeze Picture 
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TBC remote 
control unit 
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P-2 U-matic VTR VIDEO 
BVU-900/900P  |uGc-1) 
w/BKU-901A/903 


REF. VIDEO (UGC-5 X 3) 






Audio mixer 


BKU-902/904 





| А mitt <D. 


TBC remote 
control unit g 
BVR-55/55P 

PETI REMOTE | [REMOTE 
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w/BKU-901A/903A 


BKU-902/904 


REMOTE (RCC-5G) 











TBC remote Card file unit VIDEO (UGC-5 
control unit w/BKE-904 x 2 
BVR-55/55P BKE-915 x 1 
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= БЕГЕН 
B BH) SS [ | 
Keyboard = 

Editing control unit 
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L. 3 Players A/B Roll Editing System with Dynamic Tracking Effect 





FEATURES 

* The DMC (Dynamic Motion Control) function of the BVE-900 can control the Dynamic Tracking 
playback speed by 1% step from -1 times normal speed to +3 times normal speed.. 

* The Dynamic Tracking System of the BVU-920/920P can offer high quality variable speed picture, 
controlled via a microcomputer for accurate and quick movements. 


DESCRIPTION MODEL NAME QUANTITY 
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1. U-matic Editing VTR (Recorder) 
2. Time Code Generator/Reader 
3. U-matic VTR (Player 1/2) 

4, U-matic VTR (Player 3) 

5. Plug-in Time Base Corrector 
6. Editing Control Unit 

7. Display Monitor for BVE 

8. 9-pin Interface Board 

9. Serial Switcher Interface Board 
10. Parallel Mixer Interface Board 
11. Special Effect Generator 

12 Audio Mixer 

13. Audio Amplifier 

14. Audio Speaker 

15. 8"/9" Monitor 

16. 20"/21" Monitor 

17. Remote Cable for VTR 

18. Remote Cable for SEG*1 

19. Remote Cable for Audio Mixer*2 
20. Video Cable 

21. Audio Cable 

19. Speaker Cable 

22. Rack Mount Kit for U-matic 
23. Rack Mount Kit for BVE 
24.System Rack 


*1/*2: Supplied with BVE-900 


BVU-950/950P 
BKU-905 
BVU-920/920P 
BVU-900/900P 
BKU-901A/903A 
BVE-900 
CPD-121/121CE 
BKE-904 

BKE-915 

BKE-916 
SEG-2550A/2550AP 
MXP-29 

TA-N7050 

SS-P520 
PVM-8220/9220ME 
PVM-2030/21300M 
RCC-5G 

(Parts NO. 155859311) 
(Parts NO. 155859211) 
UGC-1/5 (BNC/BNC) 
EC-10XLR (XLR-M/XLR-F) 
RK-S50 

RMM-950 

RMM-507 


ке + 
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L. 3 Players А/В Roll Editing System with Dynamic Tracking Effect 





Speaker SS-P520 Speaker SS-P520 


Color monitor 
РУМ-2030/21300М ° 


VIDEO (UGC-5) 




















Color monitor Color monitor Color monitor ! 
PVM-8220/ PVM-8220/ PVM-8220/ 


9220ME 9220ME 9220ME 
Audio amplifier 


TA-N7050 






SPEAKER 


SPEAKER (RK-S50 (RK-S50) 






VIDEO 
(UGC-5) 






VIDEO 
(UGC-5 x 3) 


Recorder 
P-1 U-matic VTR U-matic VTR 
BVU-920/920P 


w/BKU-901A/903A 








Special effect 
generator 
VIDEO SEG-2550A/2550AP 


(UGC-5 x 3) 






VIDEO (UGC-5) 









aur 


TBC remote 
control unit 
BVR-55/55P 
REF. 
VIDEO 
P-2 U-matic VTR (UGC-1) 
BVU-920/920P 
w/BKU-901A/903A' 





REF. VIDEO (UGC-5 X 3) 


Audio mixer 
MXP-29 








IOloiOIO[IOlOlÓ i 
| E 
ЫЗ | | AUDIO (EC-10XLRx6 
TBC remote | ООР 4 
control unit ü 


BVR-55/55P E" io 
[am 28880) VIDEO REM отв е 
P-3 U-matic VTR |(UGC-1) (Parts NO. 155859311) 
BVU-900/900P 155859211) 
w/BKU-901A/903A 
= n 


REMOTE (RCC-5G) 
VIDEO (UGC-5 


ш 









Card file unit 
w/BKE-904 x 2 
BKE-915 x 1 
BKE-916 x 1 


control unit 
ВУВ-55/55Р 






1BC remote | 












Keyboard 
Editing control unit 
BVE-900 





Display monitor 
CPD-121 
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М. 3 Players А/В Roll Editing System with Freeze Picture 
and Dynamic Tracking Effects 


FEATURES 


* The BVE-900 can control the Dynamic Tracking playback speed of the BVU-920 using the DMC 
function and the Cut-in Auto Freeze function with the GPI pulse. 

* This system can fully satisfy to Program production users with high quality Dynamic Tracking 
playback pictures, fine freeze pictures, and effective noise reduction capability. 


1. U-matic Editing VTR (Recorder) BVU-950/950P 

2. Time Code Generator/Reader BKU-905 

3. U-matic VTR (Player 1/2) BVU-920/920P 

4, U-matic VTR (player 3) BVU-900/900P 

5. Plug-in Time Base Corrector BKU-901A/903A 

6. Plug-in Digital Noise Reducer BKU-902/904 

7. Editing Control Unit BVE-900 

8. Display Monitor for BVE CPD-121/121CE 

9. 9-pin Interface Board BKE-904 

10. Serial Switcher Interface Board BKE-915 

11. Parallel Mixer Interface Board BKE-916 

12. Special Effect Generator SEG-2550A/2550AP 
13 Audio Mixer MXP-29 

14. Audio Amplifier TA-N7050 

15. Audio Speaker SS-P520 

16. 8"/9" Monitor PVM-8220/9220ME 
17. 20"/21" Monitor PVM-2030/21300M 
18. Remote Cable for VTR RCC-5G 

19. Remote Cable for SEG*1 (Parts NO. 155859311) 
20. Remote Cable for Audio Mixer*2 (Parts NO. 155859211) 
18. Remote Cable for Auto Freeze*3 

19. Video Cable UGC-1/5 (BNC/BNC) 
20. Audio Cable EC-10XLR (XLR-M/XLR-F) 
21. Speaker Cable RK-S50 

22. Rack Mount Kit for U-matic RMM-950 

23. Rack Mount Kit for BVE RMM-507 

24.System Rack 


=> кә 
М м шә н PPR PRP RP RP PR PNP PWR NR 


j= 
Nn 
о 
= 





*1/*2: Supplied with BVE-900 
*3 Note: The Remote Cable for Auto Freeze is not available from factory. 
(Please see the cable information at page 29.) 
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М. 3 Players A/B Roll Editing System with Freeze Picture 
and Dynamic Tracking Effects 
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BKU-902/904 


TBC remote | 






REMOTE 
(Parts NO. 
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TBC remote Card file unit 

control unit w/BKE-904 x 2 

BVR-55/55P BKE-915 x 1 
BKE-916 x 1 





Editing control unit 
BVE-900 






Display monitor 
CPD-121 
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Cable Information 


Auto Freeze Remote Cable for the connection of BVU-900 series with RM-450/BVE-600 


* CONNECTOR for BVU-900 series: 24-ріп, Male, Parts NO. 150689711 
* CONNECTOR for RM-450/BVE-600: BNC, Male, Parts NO. 156006911 


æ 
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oa 
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Auto Freeze Remote Cable for the connection of BVU-900 series with BVE-900 


* CONNECTOR for BVU-900 series: 24-pin, Male, Parts NO. 150689711 
* CONNECTOR for BVE-900: 15-pin, Male, Parts NO. 156459211 (supplied with BVE-900) 





1 a 
a 
Oo 
О 
a H 
o To 16-pin of BVU-900 series 24-pin connecto а ч омичи 
о To 24-pin of BVU-900 series 24-ріп соппесіог 
a) To 16-pin of BVU-900 series 24-pin connecto 
a To 24-pin of BVU-900 series 24-pin connecto — pal TT 2 L 
o 
а Maximum three VTRs сап be controlled. 
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